
Prowise iPro Mobile Lift

Ensure your touchscreen is always positioned at the

right height and move it to your desired location using a

mobile lift.

Product number: PW.1.21003.0002

Optimal safety

Prowise lift systems have been developed from the outset to be the safest.

● CE certified

● GS certified

● Only one cable is sufficient to supply both the

touchscreen and lift with power

Durable

Our lift systems have a very long service life and are also exceptionally energy efficient.

● When in standby mode, the lift consumes just 0.1 Wh.

● You will be able to enjoy the durability extensively,

because with the use of high-quality materials, you are

ensured of a long life span.

Specifications, dimensions and weights are subject to printing and typographical errors. www.prowise.com

http://www.prowise.com


Total cost of ownership

In terms of total cost of ownership, Prowise iPro Wall Lift is the best choice for the short and long term.

● Competitive price

● 5 year full warranty

● Customer service + on site service

● Low energy consumption

● No hidden costs

Get the most out of your Prowise iPro lift system!

Prowise Touchscreen Ten Prowise iPro Keyboard Tray Prowise iPro Whiteboard Extension

● The best image and sound

● Natural writing experience

● Prowise MOVE camera (optional)

● Central operating system

● Low total cost of ownership

● Up to 8 years full warranty

● Storage space for:

● Keyboard

● Mouse

● Remote control

● Pen

● Four-sided whiteboard

● Mounting via VESA brackets

● High-quality protective layer

● Magnetic

● 5 years full warranty

Specifications, dimensions and weights are subject to printing and typographical errors. www.prowise.com
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Technical features

iPro Wall Lift

Suitable for All Prowise touchscreens,
maximum dimensions VESA mount 800 x 600 mm

Dimensions ground surface (WxDxH) 690 mm x 690 mm x 160 mm
27.17 x 27.17 x 6.3 inches

Maximum load 130 kg
286.60 lbs

Speed of the lift 38 mm/s
1.5 inches/s

Power 100-240V AC 50-60Hz (universal)

Stand-by power consumption 0,1 Watt

Duty cycle columns 5%

Soft-start and soft-stop Yes

Noise level Low, standard < 55 dB (A)

Protection against overload (EOP) Yes

Columns with integrated anti-collision sensors Yes, PIEZO™ sensors

Material Steel/ABS

Colour Steel = RAL 9005 / ABS = RAL anthracite/black

Keyboard storage (option) Yes, with the Prowise iPro Keyboard Tray G1 (PW.2.21002.0002)
for storing your keyboard, mouse and other accessories.

Touchscreen control via Prowise Central Yes, USB connection

Foot controller Yes

Wheels Double safety wheels, ⦰100mm, made of polyamide

Certifications CE, GS

Warranty 5 year

Gross weight 64 kg
141.09 lbs

Net weight 55 kg
121.25 lbs

Dimensions of the total packaging (WxDxH) 887 mm x 712 mm x 1140 mm
34.92 x 28.03 x 44.88 inches
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